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Material 


Due Date 


: PLACARD 
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Comment: 
PURCHASING 


Issue P/O: 
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Fabricate as per Dwg D3499 


Possible Supplier: Studio Lettrage 


Material release note is required 
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PACKAGING 
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PACKAGING 
RESOURCE 
#1 
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Comment: 
PACKAGING RESOURCE 
#1 


Recieive & Inspect for Transit Damage 


Ensure Material Release Note is attached 
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Comment: 
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WORK ORDER CHANGES 


Date 
Qty 
Approval 
App oval 
DATE 
STEP 
PROCEDURE 
CHANGE 
By 
Chief Eng / 
Prod Mar 
OC In pector 


Part No: 
PAR#: 
Fault Category: 
NCR: Yes 
No 
DQA: 
Date: 


Date: 


Approval 
Ap~ roval 
Chief Eng 
QCII 
spector 


" 


I 


- 
.•. .. 
! 


I 
~ 


j 
, 


- 


# 
\ 
, 


DART AEROSPACE USA, INC. 
PORT HADLOCK, WA 
~ART 
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DRAWING NO. 
D3499 


TITLE 
CABLE GUARD 


REV. B 


SHEET 4 OF 4 


SCALE 


1 :1 


~ 
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.•~------------- 
6.00 


0.43 
FONT: ARIAL BOLD RED 
TEXT HEIGHT: 0.88" 
TEXT WIDTH: 5.17" 


0.44 


FONT: ARIAL BOLD RED 
TEXT HEIGHT: 0.06" 
TEXT WIDTH: 0.32" 


I-0.13 


OETAILC 
scALE 1:2 


03499-5 PLACARD 


NOTES: 


1) MATERIAL: RED LEITERS ON WHITE ADHESIVE BACK VINYL 
MANUFACTURED FROM 3M 7 MIL MASKING FILM #8522CP OR 
AVERY IPM #2031. SIZE IS 6.00" LONG" x 1.75" WIDE 
2~TOLERANCES ARE PER DART aSI 018 UNLESS OTHERWISE NOTED 
3 ALL DIMENSIONS ARE IN INCHES 
4 BREAK ALL SHARP EDGES 0.005 TO 0.010 


COPYRIGHT @ 2006 BY DART AEROSPACE USA, INC. 


THIS DOCUMENT IS PRIVATE AND CONFIDENTIAL AND IS SUPPLIED ON THE EXPRESS CONDITION THAT IT IS NOT TO BE USED FOR ANY PURPOSE OR COPIED 
OR COMMUNICATED 
TO ANY OTHER PERSON WITHOUT WRITIEN 
PERMISSION FROM DART AEROSPACE 
LTO. 


Advantages 


., 
Scotchcal 1M 
Opaque Imaging Media 8522 


Description 


This media is specially 
formulated 
to dry quickly 
after print- 
ing. Production 
of outdoor 
weatherable 
and long-term 
in- 
door durable graphics 
is now easier than ever. 
Its change- 
able adb~sive allows easy removal 
for up to one year. 


Product Bulletin 8522 


Relea~e F. Elfective 
January 
20(B I 
Black bar in margin indicates a change 


• 


• 


• 


• 


Optimized 
for use with selected 
Epson Stylus Pro 
printers and Epson Archival 
inks. 


Optimized 
for use with selected 
HP DesignJet 
Printers 
and HP DesignJet 
Ink System 
UV or HP83UV 
Color 
Ink System 


For making opaque. 
laminated 
graphics 
that are outdoor 
weatherable 
and long-term 
indoor durable 
I 
Media: 


For opaque 
(reflective) 
graphics 
Changeable. 
easy to remove 
from warranted 
substrates 
up to I year later 


Dries quickly 
after printing 
so the overlaminate 
can be 
applied 
almost 
immediately 
Low slippage 
paper liner for superior 
tiling 


Over lam inates: 


- 
Provide additional 
UV (ultraviolet) 
and physical 
protection 
for making 
weatherable 
finished 
graphics 
• 
Available 
in luster and matte gloss 


- 
Adhesive 
allows 
for heat-a~sisted 
or cold-temperature 
lamination 


Legal and courtroom 
ellhibits 


• 
For tlat or simple curved surfaces. 
with or without riv- 
ets. used in venical 8: 10°) applications 


Limitations 
of End Uses 


The following 
uses and applications 
are specifically 
NOT 
warranted. 


• 
Fleet applications 
in areas lhat use salt for winter road 
maintenance 


• 
Application 
to non-warranted 
substrates. 
including 
wall- 
board 


• 
Applications 
subjected 
to gasoline 
vapors or spills 


• 
Application 
to corrugated 
or highly irregular 
surfaces or 
sharply 
raised areas 


• 
Graphics 
applied 
10 stainless 
steel. including 
slain less 
steel vehicles 


• 
On flat surfaces 
with rivets. tenting of 4 to 10 mm 
around rivets may be ellpected: 
rivets may be cut around 
to eliminate 
tenting. 


Note: 
Standard 
ink jet technology 
is water based. 
Water- 
based Chemistry is susceptible 
to the extremes 
of heal 
and humidity. 
This is a factor in most product 
constructions 
on the market. 
Read the Fabrication. 
Shelf Life and Storage 
sections in this bulletin. 
Slay- 
ing in the middle of these ranges always provides 
op- 
timum 
performance. 


I 


Applications 
and Uses 


3M 
'¥ 
Scotchcal 
,. Changeable 
Opaque 
Imaging 
Media 8522 
is intended only for ink jet printing and for use with the 
listed Compatible 
Products 
and Equipment 
and the following 
applications. 
Any other application 
is NOT warranted 
by 
3M or covered 
by the worldwide 
3M'" 
MCS'" 
Warranty 
unless 3M gives its prior written approval 
for the application. 


• 
First surface 
images (the image is on top of the tilm) for 
opaque 
posters and signs. including: 


Graphics 
for vans. personal 
vehicles. 
trucks and 
buses 


Novelty 
posters 


Retail and point-of-purcha~ 
displays 


Information 
graphics 
such as maps and directories 


Entenainment 
promotions 
in museums. 
zoos. parks. 
theatres. 
spons 
venues 


Education 
and presentation 
graphics 


Compatible Products and Equipment 


Thermal 
Ink Jet Printing 
Systems 


• 
Epson Stylus Pro 9500. Stylus Pro 10000 printer 
Epson Archival 
Inks 


• 
Epson Stylus Pro 10600 printer 
Epson Archival 
Inks 


• 
HP DesignJet 
Printers 2000 and 3000 series 


HP DesignJet 
Ink System 
UV (pigment-based 
ink) 


• 
HP DesignJet 
Printers 5000 series 


HP83UV 
Color Ink System 


Overtamlnatea 
(required) 


• 
3M'" 
Luster Overlaminate 
8519 
(semi-gloss) 


• 
3M'" 
Malle Overlaminate 
8520 


Warranted Durability 


Fabrication 


Effective Performance Life 


iHPPr,nters 


I 
, 
i Outd~~d~r-l 


I 
'----1 
5 years 
I 3 years 
I 5 years 
I 
J__ 
], 


2 years 
Applied to 
W.rranted 
Substrat•• 


i M~i. &522--- Epson Printers 
with 
------ 
Overl.mlnet8 
Outdoor 
Indoor 
8519 or 8520 


How to Become a 3M Ink Jet 
Registered 
Fabricator 


Only 3M Thermal 
Ink Jet Registered 
Fabricators 
arc eligible 
to offer 3M MCS warranted 
graphics. 
In order to become 
certified, 
a fabricator 
must complete 
the requirements 
as 
specitled 
in the 3M Ink Jet Graphics 
Registered 
Fabricator 
Reference 
Manual 
located on the 3M website at www. 
scotchprint.com 


To obtain the warranty 
given below, the graphics 
must be 
made according 
to 3M's recommendations 
which are de- 
tailed in the Warranty and Limited 
Remedies 
on page 3. 
Also see the section, 
Removability. 


Removability 


Imaging 
media 8522 is removable 
from warranted 
substrates 
for I year without the aid of chemical 
strippers or accesso- 
ries. 
Refer to Instruction 
Bulletin 4.23 for additional 
infor- 
mation. 


Graphics 
must be made according 
to 3M's 
recommendation" 
which are detailed 
in the Warranty 
and Limited Remedies 
on 
page 3. 


See Instruction 
Bulletin 4.23 for detailed 
fabrication. 
print- 
ing and mounting 
information. 


Graphic Construction 
Options 


Opaque (Reflective) Graphics 
Opaque graphics 
made with imaging 
media 8522 require an 
overlaminate 
and an opaque 
substrate. 


~rILIght~ 
••••• 


i Char.ct8r1stlcl DescrIPtlon-- 
---- 
- ..-.----.- 
, 
----+---------------- 
:Me.~i~ 
!7 
mil, whit.e, opaqu~ grap~~ 
!'il~._ 
' 
'. 
: Liner 
i Low-slippage, 
lay tlat paper 
; .._-_._- ._.--+------- -----------_.- 
i Adhesive 
Changeable. 
pressure 
sensitive 


Test and Approve Non-warranted Substrates Before 
Use 
Medi~ ~522 is not warranted 
for any substrate other than 
those listed above. 
If you want \0 use it for other substrates. 
3M recommends 
that you test and approve 
the media for - 
bOlh adhesion 
and removal 
characteristics. 


Note: 
For the full product 
names of the 3M products 
listed 
on this page, please see page 
I. 


Characteristics 


Some substrates 
may "out-gas". 
resulting 
in tiny bubbles 
Ihroughout 
the surface of the graphic. 
For maximum 
perfor- 
mance. be sure the substrate 
you select is properly 
cleaned 
and prepared 
as recommended 
by the manufacturer. 
See 
Instruction 
Bulletin 5.1 for additional 
information. 


• 
Alodine 
(anodized 
aluminum) 


Automotive 
panels (automotive 
painted 
steel) 


• 
Fruehauf 
(painted 
aluminum) 


• 
FRP (fiberglass 
reinforced 
plywood) 


• 
Glass 
• 
Imron@ (polyurethane-painted 
metal panel) 


• 
Acrylic 


• 
Sintra' 
board 


Warranted Substrates 
Media 8522 is warranted 
for use on the following 
rigid sub- 
Slr~les. 


: Thickness 
i (media 
and 
7.5 to 8 mil (nomina!) 
I 
I adhesive) 
i .. -_.- 
.---. 
- 
.. --.-- 
----- 
-. 
._J 
, Application 
See Warranted 
Substrates, 
above 
I 


I substrates 
J 


t 
-- 
-- 
- 
- 
-- 
------ 
--- 
---------- 
! Application iFlat or Simple curved surfaces, 
with or 
' 
I surfaces 
without 
rivets. used in vertical (j; 10°) 
~ 
, 
.__ 
applications 
(no corrugations) 


I Appllcauon 
28V to 110°F (_2° to 43°C) 
: temperature 
(air and surface) 
~a".~___ 
----4----- 
----------------l 


I Roll sizes 
/36" 
x 45 feet (914 mm x 13.5 m) 
54" x 45 feet (1372 mm x 13.5 m) 
..l.. 
+ 
__ 
•• __ 
._. 
• 
+. 
_ ••. 
_ 
_ 
•••• 
_. 
__ 
-- -- 
11NlIinI •••••• 1I22 
"".,. 
on IDpi ••• 
"" on bottom 
ap.que 
Substrate 


2 - Product Bulletin 8522 


Bulletin 
Change Summary 
I 
The Epson Stylus Pro Printers 9500. 
10000 10600, and 
Epson Archival 
Inks have been added to this bulletin. 
Addi- 
tional changes 
resulting 
from this addition 
are marked 
with 
black bars in the margin. 


3M Related Literature 


.1M. SC(l/c!lcu/ und MCS 
(1(1' Irudrmurks 
o1.1M. 
t.;""", ulIll S"'I,,., Pm a•.••trudrm(/rks 
ol£lwm. 
HP and OrsiRn.1<'1 ah! "uti••num"s 
"lHl'wlrlt 
Pud;ard. 
Si",,,, 
i., U rruJrn",rk 
(If'S ••.is.' AI_inum 
UJ. 


hllroll 
i.\' U rf'~i_'ilf#rF(/ 
trudt"rnurk 
,~f.lJuP"n' ill ,ltt! V/llled 
SIUff'.\ 


graphics 
are coveted 
against 
failure caused by ultraviolet 
light. temperature 
elltremes. 
pollution. 
and other elemenh. 


If a graphic 
fails to perform 
in accordance 
with 3M product 
specifications 
within this time frame. 3M will replace the 
materials 
at no charge. 
1bese remedies 
are exclusive. 
In 
no case sha113M be liable lor any direct, indirect. or <:on- 
sequential cIamqeS, includlna any labor charges. 


I 


Bulletin 
;FOO 


SubJect 
No. 
[No. 


ProdUCtau •••• 


3M ,. Scotchcal'. 
Overlaminate 
11519and 
8519/8520 
: 4524 


8520 
. 


~ 
....•. 


Making thenna! 
ink jet graphics 
4.23 
1652] 


Application. 
substrate 
selection. 
preparation 
5.1 
I 7001 


and substrale-specific 
application 
tCl:hniques 


WM •• 
'" 
Worldwide 
3M ,. MCS ,. WllI1'8ftlY hcllet 
' 9503 
(i"dudtl.~ull Commudal 
vl'tJphics MCS Warrall/ies) 


Worldwide 
3M ~ MCS ,. Wmanty 
Overview-Folder 
19504 


Listed below is related 3M technical 
literature 
that may be of 
interest. 
You may view and print these Bulletins from our 
Web site at www.scotehprint.com. 
or order them via our Fall- 
on-Demand 
(FaD) 
system. 
Call one of these phone numbers 
to order the desired 
bulletins. 
and specify the FaD 
documenl 
number provided 
in the chart. 


United States or Canada: 
1-800-364-0768 
International: 
1-651.732-6S()6 


NlltC: 
For the full prudu~t names of the 3M products 
listed 
on thi~ page. please see page 
I. 


When using any equipment. 
always 
follow the manufal'- 
lurers' 
instructions 
for safe operation. 
, 


Health and Safety 
& Caution 


Shelf Life and Storage 
• 
~M ,. SCOlchcal ~ Changeable 
Opaque 
Imaging 
Media 


H522 has a shelf life of one year. 
• 
Storage l.:onditions (new and partially 
used rolls). 
For 
optimum 
performaOl.:e. use the middle of these ranges: 


Original 
packaging. 
including 
plastic wrap 


Relative 
humidity 
of ZO'Yc to H{)O/r 


Temperalure 
of ~~c 
10 104°F (0° to 4OcC) 


Away from direct sunlight 


• 
Do nol ,ta.:k unprotec.:ted rolls or lay sharp or heavy ob- 


je(ts on them. 


When handling 
any chemical 
products. 
read the 
manufacturers' 
container 
labels and the Material 
Safety 
Data Sheets (MSDS) 
for important 
health. safety and 
environmental 
information. 
1" obtain MSDS sheets for .lM produc.:ts: 
• 
By fall. call 1-800.3tJ4-076!l 
in the US and Canada or 
l-fl50-:'550-l'l417 
for all other locations. 


• 
Eh:c.:lronlt:ally. visit us at hllp:/lwww.~M.com/msl1s. 


• 
By mail. or in case llf an emergency. 
call 
I-HOO-3tw-3577 
or 
1-651-7~7-6501' 


Warranty and Limited Remedies 
I 


3M". MCS'" W."..nty for G•••phic. Produced on HP 
oeslgnJet 
Printers and Epaon Stylus Pro Print.,. 


The .f(,l/owing i.I'made ill lieu 0'- £II/other expre.ls or implied 
w£lrmllties. 
including 
tiny implied 
warrtlflty uf m,rcllanlabil. 
ity or jitne.ls jl,r a panicu/ar 
purp().~e: We warrant 
graphics 
produced 
by a 3M Ink Jet Registered 
Fabricator 
made with 
imuging media 8522. printed on an approved 
HP thermal 
ink 
I 


jet printer ac.:cording to HP's recommendations 
or Epson 
Stylus Pro printer according 
to Epson's 
recommendations. 
l1verlaminated 
with 8519 or 8520. and applied 
to a War- 
ranled Subslrate 
according 
to 3M's 
recommendations. 
These 


3M ClIlIlICIa 
P.O. Bo~ ~7~7 
L\lndon. Onlario 
CanaJa NflA 4TI 
l.ll()O-2f1.~-11l4j) 


F ••.• ~ 1'1--152-112-15 


C"mmercial Graphics 
Division 


\1\1('~nt~r. BuilJin~ 
22(~/)W.llt1 
PO 13'" U22U 
SI. Paul. MN 5.' 1.1J.J220 
USA 
<.;en~"Jllnh). 
1.1l00l..174-/)772 
T~~hnicaiInh. 
I.KIMl-.12li.WOI( 
Fa. 1./)51.7.11>-42.1.1 


to;I.' 'llo.~maI1J I .MfO ..\(w.111hH l 'S/( '"anaUa ,Ir J -tiS I .7.\~"f\~06 
Imemattonal 


t-.1)l-on-Dcn\Olnd ",kx:umenl: ~~06 


IA"' w.."'lo:uh.:hpnnt.com 


3M Mellko. S.". de C.v. 


-"Y. Santa Fe No. ~5 
Col Santa Fe. ~1. 
Alyaro Obn=llon 
Mc~ico. D.F. 0 I210 
52-55-52-7o-04-m 
Fa~ 52.55.52.7()..22.77 


3M Puerto Rico. Inc. 
Pueno Ric" Industrial Par~ 
P.O. a,IX 100 
Caroli nil. PR UIl'JIlt>-lJ1110 
787-620.](0) 
Fa~ 7117.7~30H 
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VENDU A: 
SOLD TO: 


Dart Aerospace 
Ltd 
1270 Aberdeen 
Hawkesbury, 
Onlario 
K6A 1K7 


210 MAIN W., 
HAWKESBURY, ONT. K6A 2H6 


Tel.: 613 632-2001 
Fax: 613 632-9491 
www.studiolettrage.com 


LIVRE A: 
SHIPPED 
TO: 


Dart Aerospace 
Ltd 


Hawkesbury, 
Ontario 


I INVOICE / FACTURE 
I 


No.: 


11868 
DATE: 


04/06/2009 
PAGE 


1 of 1 


Re: Quote No. 6652 


ITEM 
aTY 
UNIT 
. 
3ST 
PST 
UNIT PRIC!;: 
AMOUNT 
ARTICLE 
aYE 
UNITE 
I 
DESCRIPTION 
I 
TPS 
TVP 
I 
PRIX UNITE 
MONTANT 


20 
1 
D34995P 
pirnting 
set up 


E-GST@5% 
G - GST @ 5%; PST @ 8% 
GST 


PST Exempt: 
#6122-5207 


G 
E 
2.50 
50.00 
50.00 
50.00 


5.00 


Sludiode 


-\ 


105.00 


M~••r.i! 
'7./,;•••1. LA••", 
L--..- 
..._ 
.__ 
.. _ 


